
SPECIFICATIONS
Panel fixing method Front and Rear

Colour (columns) Black or Silver

For indoor use only

www.btechavmounts.com/bt93uniups-m-4x4

The BT93UNIUPS-M-4X4 is a mobile mounting solution designed specifically to 

mount Unilumin UpanelS Series DVLED panels in a 4x4 videowall configuration. 

Interface arms are a 4-row high, single piece construction featuring height 

adjustment and keyhole mounting points for a quick, simple and precise 

installation of DVLED panels, without needing to measure and set the location 

of each cabinet. A high-end aesthetic, anodised aluminium finish and integrated 

cable management ensures a smart and stylish installation which is quick and 

simple to install.

FEATURES

BT93UNIUPS-M-4X4

	� Integrated cable management for a tidy install

	� Includes non-marking 4" locking/braked castors

	� Designed and configured specifically for Unilumin UpanelS Series DVLED panels

	� Suitable for front or rear mounting

	� Interface arms feature directional arrows to indicate the panel install sequence, 
	 aiding a quick and easy installation

	� Integrated height adjustment ensures finished installation is perfectly level

	� Open frame design for ventilation

	� Wall, freestanding and bolt-down versions also available

	� All mounting hardware included

	� Interface arm positions can be located using the included UpanelS specific 
	 spacer - no need to measure every time!

COLOUR  
OPTIONS

MOBILE STAND
FOR UNILUMIN UPANELS 4X4 DVLED VIDEOWALL
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ORDERING INFORMATION

COLOUR ORDER REF EAN

Black Base with Silver Columns BT93UNIUPS-M-4X4/BS 5019318303876

Black Base with Black Columns BT93UNIUPS-M-4X4/BB 5019318303883

©
 2

02
4 

B-
Te

ch
 A

V 
M

ou
nt

s C
or

po
ra

tio
n 

Lt
d.

 A
ll 

rig
ht

s r
es

er
ve

d.
Th

e 
in

fo
rm

at
io

n 
in

 th
is 

sp
ec

ifi
ca

tio
n 

sh
ee

t r
efl

ec
ts

 th
e 

cu
rre

nt
 te

ch
ni

ca
l s

pe
ci

fic
at

io
ns

 a
t t

he
 ti

m
e 

of
 p

rin
t. 

 
W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 c
ha

ng
e 

th
e 

te
ch

ni
ca

l o
r p

hy
sic

al
 sp

ec
ifi

ca
tio

ns
 w

ith
ou

t p
rio

r n
ot

ic
e.

 T
he

 B
-T

ec
h 

na
m

e 
an

d 
th

e 
B-

Te
ch

 lo
go

 a
re

 re
gi

st
er

ed
 tr

ad
em

ar
ks

 o
f B

-T
ec

h 
AV

 M
ou

nt
s C

or
po

ra
tio

n 
Lt

d 
A

ll 
ot

he
r b

ra
nd

s 
an

d 
pr

od
uc

ts
 a

re
 tr

ad
em

ar
ks

 o
f t

he
ir 

re
sp

ec
tiv

e 
ow

ne
rs

. A
ll 

B-
Te

ch
 im

ag
es

 a
nd

 sy
m

bo
ls 

ar
e 

ex
cl

us
iv

e 
pr

op
er

ty
 o

f B
-T

ec
h 

AV
 M

ou
nt

s C
or

po
ra

tio
n 

Lt
d 

B-
Te

ch
 a

cc
ep

t n
o 

lia
bi

lit
y 

fo
r l

os
s o

r d
am

ag
e 

ca
us

ed
 b

y 
im

pr
op

er
 in

st
al

la
tio

n 
or

 m
ou

nt
in

g 
on

 u
ns

ta
bl

e 
st

ru
ct

ur
es

. A
ny

 re
pr

od
uc

tio
n 

or
 re

tr
an

sm
iss

io
n 

or
 re

pu
bl

ic
at

io
n 

of
 a

ny
 p

ar
t o

f t
hi

s 
sp

ec
ifi

ca
tio

n 
sh

ee
t i

s s
tr

ic
tly

 p
ro

hi
bi

te
d,

 u
nl

es
s p

rio
r w

rit
te

n 
pe

rm
iss

io
n 

ha
s b

ee
n 

gr
an

te
d 

by
 B

-T
ec

h 
AV

 M
ou

nt
s C

or
po

ra
tio

n 
Lt

d 
E&

O
E.

 

PRODUCT CODE NAME DESCRIPTION

BT93UNIUPS-M-5x5 Mobile Stand Designed for Unilumin UpanelS Series 5x5 DVLED Videowall

BT93UNIUPS-S-4x4 Floor Stand Designed for Unilumin UpanelS Series 4x4 DVLED Videowall

BT93UNIUPS-B-4x4 Bolt Down Stand Designed for Unilumin UpanelS Series 4x4 DVLED Videowall

BT93UNIUPS-W-4x4 Wall Mount Designed for Unilumin UpanelS Series 4x4 DVLED Videowall

www.btechavmounts.com/bt93uniups-m-4x4
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DETAIL A DETAIL B
Unilumin M10
Bobbin

Other screen columns installed in L-shaped keyholes. 
Slide whole column into position.

DETAIL C

BT8393-IMP6-01

First column of screens 
installed in vertical 

key holes
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DETAIL A DETAIL B
Unilumin M10
Bobbin

Other screen columns installed in L-shaped keyholes. 
Slide whole column into position.

DETAIL C
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First column of screens 
installed in vertical 

key holes
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